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Check all parts against diagram "N'. 

Cut bot1om track 20.6 mm (13/16"1 shorter than 
exact wall-to-wall measurement. Place bot1om lrock 
on flattest part of tub rim and mark its position. 
Slope on bottom trock faces inside tub. 

Place one wall jamb against the walland down 
tight over end of bottom track. The raised check in 
wall jambshould be on inside side of tub. 

Using a level, make sure jamb is plumb, mark the 
inside or outside wall next to wall jamb for 
alignment purpose only. Keeping jamb in position, 
drill centre hole, 31.75 mm 11-1/4") deep using a 
5.6 mm 17/32") tipped masonry drill bit. Remove 
jamb and insert screw anchor. Replace jamb and 
attach to wall using a no. 10 - 31.75 mm 
[1-1/4") screw. Then drill holes for the top and 
bottom. Repeat for the opposite wall jamb. 

Remove bottom track and side jambs. Clean tub rim 
and walls as they must be clean and dry. 

Apply caulking to underside of bot1om irock. 
Replace track on tub rim in same position as step 2. 
Apply caulking to backside of both wall jambs and 
attach to wall. Put extra caulking at both ends 
where bottom track meets side jambs. 

7· ." 

Measure wall-to-wall at top of side \'ambs and cut 
track 1.6 mm 11/ 16"jless than wa I-to-wall 
measurement. Place top track firmly over side 
jambs. Flat side facing bathroom side. 

Install rollers on panels as per diagram. 

Insert outside panel by lifting up and into top track 
and down on outside rim of bottom track. Slide 
panel to end of bottom track against wall jamb 
opposite shower head. Adjust rollers so that panel 
closes flush to wall jamb. 

Install centre panel by lifting up and into top track 
and with lip on side frame interlocking with outside 
panel. Install short panel guide as per diagram. 

Install inside panel in same manner. Adjust wheels 
before at1aching long hook so that panel closes 
flush with jamb adjacent to shower head. 
Remember to interlack inside panel with centre 
panel. 
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When panels are in closed position, as per 9,10 
and 11 above, attach the towel bars, one ll) on the 
inside panel and one (lIon the outside paneL Fit 
brackets onto frame and secure with screws 
supplied as per diagram. Place towel bars in 
brackets and secure with 3/4" screws. 
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Allow for caulking to set. 

SMALL PARTS BAG INCLUDES: 
- 6 wail anchors 
- 4 towel bar brackets 
· 6 rollers 
· 6 screw # 8 X 1 1/4" 
- 6 screw # 8/32 X 3/8" (for rollers) 
· 4 screw It 6 X 3/4" 
· 4 screw # 6 X 3/8" 

HAPPY SHOWERING 


